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Developing and achieving goals together
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DELO Optical Materials
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Material before reflow after 3x reflow (260°C peak)
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Application Range
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DELO Optical Materials
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High Reliability

High Processability

Customized Mechanical Properties

Customized Optical Properties
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Mechanical Modifications
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Customized mechanical properties feasible 
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Refractive Index Selection
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Process Independent Imprint Solution
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Developing and achieving goals together
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Disclaimer
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The data and information provided are based on 

tests performed under laboratory conditions. 

Reliable information about the behavior of the 

product under practical conditions and its suitability 

for a specific purpose cannot be concluded from 

this. It is the customer's responsibility to test the 

suitability of a product for the intended purpose by 

considering all specific requirements and by 

applying standards the customer deems suitable 

(e. g. DIN 2304-1). Type, physical and chemical 

properties of the materials to be processed with the 

product, as well as all actual influences occurring 

during transport, storage, processing and use, may 

cause deviations in the behavior of the product 

compared to its behavior under laboratory 

conditions. 

All data provided are typical average values or 

uniquely determined parameters measured under 

laboratory conditions. The data and information 

provided are therefore no guarantee for specific 

product properties or the suitability of the product 

for a specific purpose. Nothing contained herein 

shall be construed to indicate the non-existence of 

any relevant patents or to constitute a permission, 

encouragement or recommendation to practice any 

development covered by any patents, without 

permission of the owner of this patent. All products 

provided by DELO are subject to DELO’s General 

Terms of Business. Verbal ancillary agreements 

are deemed not to exist.


